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VIIA, and IX identified in table 1 of 
§ 176.170(c) of this chapter and under 
conditions of use E, F, and G described 
in table 2 of § 176.170(c) of this chapter 
shall be limited to a concentration not 
exceeding 15 percent by weight of the 
finished coating. The congealing point 
shall be determined by ASTM method 
D938–71 (Reapproved 1981), ‘‘Standard 
Test Method for Congealing Point of 
Petroleum Waxes, Including Petro-
latum,’’ which is incorporated by ref-
erence. Copies may be obtained from 
the American Society for Testing Ma-
terials, 100 Barr Harbor Dr., West 
Conshohocken, Philadelphia, PA 19428- 
2959, or may be examined at the Na-
tional Archives and Records Adminis-
tration (NARA). For information on 
the availability of this material at 
NARA, call 202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(2) Oil content. The substance has an 
oil content not exceeding 2.5 percent as 
determined by ASTM method D721–56T, 
‘‘Tentative Method of Test for Oil Con-
tent of Petroleum Waxes’’ (Revised 
1956), which is incorporated by ref-
erence. See paragraph (b)(1) of this sec-
tion for availability of the incorpora-
tion by reference. 

(3) Absorptivity. The substance has an 
absorptivity at 290 millimicrons in 
decahydronaphthalene at 88 °C not ex-
ceeding 0.01 as determined by ASTM 
method E131–81a, ‘‘Standard Defini-
tions of Terms and Symbols Relating 
to Molecular-Spectroscopy,’’ which is 
incorporated by reference. See para-
graph (b)(1) of this section for avail-
ability of the incorporation by ref-
erence. 

(c) The provisions of this section are 
not applicable to synthetic paraffin 
used in food-packaging adhesives com-
plying with § 175.105. 

[42 FR 14534, Mar. 15, 1977, as amended at 47 
FR 11839, Mar. 19, 1982; 49 FR 10106, Mar. 19, 
1984; 51 FR 47010, Dec. 30, 1986; 60 FR 39645, 
Aug. 3, 1995] 

§ 175.260 Partial phosphoric acid 
esters of polyester resins. 

Partial phosphoric acid esters of pol-
yester resins identified in this section 
and applied on aluminum may be safely 
used as food-contact coatings, in ac-

cordance with the following prescribed 
conditions: 

(a) For the purpose of this section, 
partial phosphoric acid esters of poly-
ester resins are prepared by the reac-
tion of trimellitic anhydride with 2,2- 
dimethyl-1,3-propanediol followed by 
reaction of the resin thus produced 
with phosphoric acid anhydride to 
produce a resin having an acid number 
of 81 to 98 and a phosphorus content of 
4.05 to 4.65 percent by weight. 

(b) The coating is chemically bonded 
to the metal and cured at temperatures 
exceeding 450 °F. 

(c) The finished food-contact coating, 
when extracted with the solvent or sol-
vents characterizing the type of food 
and under the conditions of time and 
temperature characterizing the condi-
tions of its intended use, as determined 
from tables 1 and 2 of § 175.300(d), yields 
total extractives in each extracting 
solvent not to exceed 0.3 milligrams 
per square inch of food-contact surface, 
as determined by the methods de-
scribed in § 175.300(e), and the coating 
yields 2,2-dimethyl-1,3-propanediol in 
each extracting solvent not to exceed 
0.3 micrograms per square inch of food- 
contact surface. In testing the finished 
food-contact articles, a separate test 
sample is to be used for each required 
extracting solvent. 

§ 175.270 Poly(vinyl fluoride) resins. 

Poly(vinyl fluoride) resins identified 
in this section may be safely used as 
components of food-contact coatings 
for containers having a capacity of not 
less than 5 gallons, subject to the pro-
visions of this section. 

(a) For the purpose of this section, 
poly(vinyl fluoride) resins consist of 
basic resins produced by the polym-
erization of vinyl fluoride. 

(b) The poly(vinyl fluoride) basic res-
ins have an intrinsic viscosity of not 
less than 0.75 deciliter per gram as de-
termined by ASTM method D1243–79, 
‘‘Standard Test Method for Dilute So-
lution Viscosity of Vinyl Chloride 
Polymers,’’ which is incorporated by 
reference. Copies may be obtained from 
the American Society for Testing Ma-
terials, 100 Barr Harbor Dr., West 
Conshohocken, Philadelphia, PA 19428- 
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